
Disclaimer: This information has been provided by HDI Tuning Ltd to help in programming your Bosch EDC15C2 ECU. By following this 

guide you agree that all actions are taken at your own risk. We are not responsible for ECU damage caused by incorrect use of the tool 

described in this document. However, HDI Tuning Ltd are capable of repairing an ECU in the event that programming does not complete 

successfully. 

How to read/write your Bosch EDC15C2 ECU using the KWP2000+ tool 

This guide will explain how to setup the KWP2000+ programmer tool. The KWP2000+ programmer 
can be used to read and write your Peugeot/Citroen EDC15C2 ECU.  
 

Purchasing your KWP2000+ tool 

The best place to buy the KWP2000+ tool is from eBay. This typically costs around £25 from a UK 
seller. It is advisable to use a seller who sells tested tools if possible.  
 
The first step of the installation process is to Copy & Paste the software supplied on the mini disk 
onto your desktop. This will be used to open the software once the drivers are installed. If your tool 
did not come with the software it is available via the HDI Tuning Ltd website. 
 
 

Attach the USB lead to the KWP2000+ and your laptop, you should then see ‘Found New Hardware 
Wizard’ from the options available select ‘Install from a list or specific location (Advanced)’ then 
select ‘Next’ to proceed.  
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Select ‘Browse’ search the list for KWP2000+ software (which you previously pasted on your 
desktop) to find the drivers needed, from the folder select ‘Drivers Win98’ then ‘Ok’ to proceed. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



Disclaimer: This information has been provided by HDI Tuning Ltd to help in programming your Bosch EDC15C2 ECU. By following this 

guide you agree that all actions are taken at your own risk. We are not responsible for ECU damage caused by incorrect use of the tool 

described in this document. However, HDI Tuning Ltd are capable of repairing an ECU in the event that programming does not complete 

successfully. 

Select ‘Next’ to proceed with driver installation.   

 
 

Once the hardware has begun to install you may see a warning box, select ‘Continue Anyway’ to 
proceed. 

 
 

 



Disclaimer: This information has been provided by HDI Tuning Ltd to help in programming your Bosch EDC15C2 ECU. By following this 

guide you agree that all actions are taken at your own risk. We are not responsible for ECU damage caused by incorrect use of the tool 

described in this document. However, HDI Tuning Ltd are capable of repairing an ECU in the event that programming does not complete 

successfully. 

Installation of the KWP2000+ driver should now be complete, select ‘Finish’ to proceed.  
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Reading your ECU data 

1. Connect the tool to both your laptop and the OBD port of your vehicle. Open the KWP2000+ 
software. 
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2. Select ‘Citroen/Peugeot Bosch EDC15C2’ from the menu, then select ‘Launch’ to proceed, 
this is located in the top right of the program.  

 
 

3. Once you have proceeded to the next step, switch on your ignition to 2 clicks (until the 
engine check light is shown on your dash). Wait 5 seconds before proceeding and select 
‘Data’ to identify your ECU.  
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4. Switch the software into ‘Slow’ from the options below. Select ‘Read’ to proceed. 
It is very important not to disturb your computer while you are reading/writing the ECU.  

¶ Remain still to avoid moving any wires or connections. 

¶ Close all other programs on your computer beforehand. 

¶ Turn off fan, heated rear screen, remove fuses from any amplifiers, turn off the head unit 
or remove the front (before starting this process). 
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5. You will now be prompted to save your file, name your file in the format  
‘FirstnameLastname-original.bin’ once named, ensure it is saved in an appropriate location then 
select ‘Save’ to proceed. The reading process will now begin. 
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6. Once the reading process is complete you will be prompted to switch off the ignition.  

 
 

7. Once the ignition has been switched off, exit the program using the button in the top right of 
the software. It is now safe to remove the OBD lead from your car.  
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Writing your ECU 
 

1. Insert KWP2000+ into your OBD and laptop then open the KWP2000+ software.  
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2. Select ‘Citroen/Peugeot Bosch EDC15C2’ from the menu, then select ‘Launch’ to proceed, 
this is located in the top right of the program. 

 
 

3. Switch on the ignition and wait 5 seconds then select ‘Data’ to proceed.  
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4. Switch software to ‘Slow’ then select ‘Open’ to proceed. 
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5. You now need to select your Remapped file and select ‘Open’ to proceed.  
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6. Once you are happy with the file your have selected, select ‘Prog’ to begin writing.  
It is very important not to disturb your computer while you are reading/writing the ECU.  

¶ Remain still to avoid moving any wires or connections. 

¶ Close all other programs on your computer beforehand. 

¶ Turn off fan, heated rear screen, remove fuses from any amplifiers, turn off the head unit 
or remove the front (before starting this process). 
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7. Wait until programming has completed.  
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8. Once the writing process is complete you will be prompted to switch off ignition. 

 
9. Once ignition has been switched off, exit the program using the button in the top right of the 

software. It is now safe to remove the OBD lead from your car.  

 
 

Your car is now remapped and ready to go, take the car for a test drive and enjoy!  

Be sure to leave a review on our Facebook page at www.facebook.com/HDITuningLimited 

 

 

https://www.facebook.com/HDITuningLimited

